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START J 

i 

MSG RECEIVES A WORKLOAD 
MESSAGE FROM A SUBSCRIBER 




IS THE WORKLOAD MESSAGE FROM 
A PREVIOUSLY PROCESSED SUBSCRIBER ? 



I NO 

MESSAGE ROUTING FUNCTION EXTRACTS 
MOBILE IDENTIFICATION INFORMATION AND 
DECIDES WHAT PROCESSING ELEMENT IS TO 
RECEIVE THE WORKLOAD MESSAGE 




IS THE SUBSCRIBER NEW TO THE MSC ? 



I YES 

LOAD DISTRIBUTION FUNCTION ASSIGNS THE 
SUBSCRIBER TO THE PROCESSING ELEMENT 



I 

MSC ASSIGNS A TEMPORARY IDENTIFICATION 
NUMBER TO THE SUBSCRIBER 

i 

MSC EMBEDS ADDRESS INFORMATION OF 
THE PROCESSING ELEMENT INTO THE 
TEMPORARY IDENTIFICATION NUMBER 



MESSAGE ROUTING FUNCTION DELIVERS 
WORKLOAD MESSAGE TO PROCESSING 
ELEMENT WHERE THE SUBSCRIBER 
RECORD IS LOCATED 
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